VACCAPRP

PRODUCT NOMENCLATURE

MR25 07A C 37 A A 21 R
Termination
S: Standard
G: Ground Lug
R: With Resistors
Family MF Tolerance VAC Finish Base Height L: Lug & Resistors
MR25: Round Single Single: 01 ? 100 pf B: +/- 3% 11: 115 A: Aluminum see below 17 ?60 N: Custom
MR26: Oval Single A: Represents 1/2 uF C: +/-5% 12:125 S: Tin Plated Steel
MR40: Round Dual Dual: 1205 D: +/-6% 22:220 P: Painted Height Inch mm
MR41: Oval Dual (12F + 5pF) E: +/-10% 24: 240 - | 17 1.77 45
MR51: Custom 25:250 21 2.17 55
33:330 Round Capacitor 25 2.56 65
37:370 Base | Inch | mm 29 2.95 75
44: 440 A 1.57 40 31 3.15 80
48:480 B 1.77 | 45 33 3.35 85
60: 600 C 1.97 | 50 35 3.54 90
66: 660 D 217 | 55 37 3.74 95
E 2.36 60 39 3.94 100
K Custom 41 4.13 110
45 3.35 85
Oval Capacitor 49 3.94 100
Code L W 53 4.53 115
Inch | mm | Inch| mm 57 5.31 135
E 2.03 | 51.50| 1.22 | 31.00 59 5.91 150
F 2.76 | 70.00 | 1.77 | 45.00 60 Custom
H 3.54 | 90.00 | 1.89 | 48.00
K Custom




